
High performance slittering line with integrated deburring. Cut, deburr, coil up - all in one process.
Width 2 - 30 mm

Width Tolerance standard extended
+ 0.1 - 0.15 mm ± 0.02 mm

Thickness 0.06 - 0.8 mm

Thickness standard T2
Tolerance EN 10140 compliant

extended tolerance T3, T4
optional

Surface bright hardened
yellow or blue tempered
phosphate treated, lacquered
bright polished
brushed

Edges neat cut
deburred edges
rounded edges

Mech. Properties hardened and tempered
or cold rolled

Tensile Strength 500 N/mm2 - 2200 N/mm2

as requested

tolerance ± 50 N/mm2

Flatness < 0.015 mm / 10 mm width
or concaved for < 0.2 mm

Straightness < 0.8 mm at 1000 mm
extended tolerance:
0.3 mm at 1000 mm

Single Coils Inner- : 230 - 400 mm
Outer- : 600 - 800 mm

Coil Winding Inner- : 300, 400, 500 mm

Max. Weight 1000 kg

CONTACT US

Cobra Bandstahl GmbH
Kinzigstr. 12

63607 Wächtersbach

phone +49 (0) 6053 3016
fax +49 (0) 6053 3019

webwww.cobra-bandstahl.de
mail info@cobra-bandstahl.de

traverse spoolers deburring station slittering line welding station
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